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(54) Title: WIPER SYSTEM FOR WIPING A WINDSCREEN 

(54) Bezeiclinung: WISCHEREINRICHTUNG ZUM WISCHEN EINER WINDSCHUTZSCHEIBE 




m 

VI (57) Abstract: The invention relates to a wiper system (1) for wiping a windscreen (5) of a motor vehicle. Said wiper system 
S comprises a wiper arm (10) and two steering levers (8). The steering levers (8) arc hnked with the wiper arm (10) in fastening 
^ points (9) so as to be swivelable in one plane. The system is characterized in that at least one of the levers (8) is spring elastic in a 

substantially perpendicular direction relative to the wiper plane, thereby producing a force which presses the wiper arm (10) against 

the windscreen. 
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— mit intemcaionalem Recherchenbericht 



Zur Erkldrung der Zweibuchstaben- Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT -Gazette verwiesen. 



(57) Zusammenfassung: Die Erfindung betriffi eine Wischenreinrichtung (1) zum Wschen einer Windschutzscheibe (5) eines 
Kraftfahrzeugs mit einem \Nrischerann (10) und zwei Lenkerhebeln (8), wobei die Lenkerhebel (8) in einer Ebene schwenkbeweglich 
an Befestigungspunkten (9) mit dem Wischerarm (10) verbunden sind, wobei mindestens einer der Lenkerhebel (8) im wesentlichen 
senkrecht zur Wscherebene federalastisch ausgefuhrt ist, um eine Anpresskraft des Wscherarms (10) auf die Windschutzscheibe zu 
bewirken. 



